SEE 
SOLIGOR 
MOVIE LENSES 
AT BETTER DEALERS 
EVERYWHERE! 
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Screw sas into camere firmly. 


Gaeeak 3 set screws on lens mount, and. ens. 
will meet rotate into desired position. 


"Tighten 9 earacaet Wal aoe 
Unscrew lens from camera. 


‘ Rashes. geared coupling ting seal tighten. its: 


set screws. 





| 2. Un 6 = byt turning 4 ctrl oe ‘e 
wise (with rear of lens facing you). Shar ae 





s HIGHEST OPTICAL QUALITY | 
| © EDGE-TO-EDGE suaRPwess 
is he cue Gadel 
@ HIGHLY COLOR CORRECTED — 
@ =DEPTH OF FIELD SCALE 
© FOCUSES # FF. ToMFMITY (00) 


- SUPPLIED. with FILTER-HOLDING LENS HOOD 


“AN CLIP-ON MASK FOR Your VIEWFINDER, 


RF... 


2. Set lens ond comer 5 pa (00) tnfialty; 





Ae Mount lens on camera, : 


3. Replace center. coupling gear on comers ‘ond lock 
, into place with: cover screw. | 


4. For Gainer: rotate ee net R. F. ‘dial, a 
view through R.F. window for. Proper focus. “yom 


TF BACK Focus anyuntiaier: 1s NEEDED 

“Remove the. geared ring thet couples the range 
finder and you will aee a» black ting held by red 
screwa.. Mount your Soligor Telephoto Lens to the 
camera dnd loosen these red screws, Open the 
camera back end insert « piece of ground glass in 


: : . the film channel. Set the shatter on Bulb. Set the 


lens at infinity and focus through the ground glass 
@t a subject at infinity until that. et sae — ~ 
then — im: red screws. . . | 














